Airconsole OEM Customization Requirements / Checklist
The following can be customized for OEM orders of Airconsole Standard/Pro/XL
1) External Silkscreen of unit top and bottom
2) Internal Web Interface – Logo, Colour scheme, pages removed, URL linking to external pages and device name
3) Default Settings on Airconsole – ie SSID, Serial Baud rate, Remote Access config, passwords etc
Each area of customization has certain restrictions. Please see below and provide the required information / media assets in the correct formats to ensure the best results
External Appearance
Airconsole has 2 white plastic sections on top and bottom of unit that can be silkscreened. The light blue center chassis cannot be printed on and can only come in blue colour for quantities under 1000 units.
Top side printing:
1) Provide Logo image in CYMK colour space to be printed on top. The logo image should be vector format so can be scaled without artifacts appearing. The Logo will have a maximum size printed of 27mm x 50mm. Please see the example file “Airconsole Logo CMYK.ai” for example of how Logo file should be supplied.
2) To ensure we print logo with the correct orientation to Ethernet, USB and top LED lights please also supply marked up version of the “Custom Printing Mockup Actual Size with Rulers.ai” file replacing the Airconsole Logo with your desired Logo.
Please note that we will not print any logo for which you do not own the intellectual property rights to reproduce or use. Written confirmation from IP owners will be required before any trademark can be printed on customized Airconsoles.
Bottom side printing:
The bottom of Airconsole can be printed in Black and White. Generally this has end user instruction text, a QR code image linking to a support page and some lighter grey color Certification Logos – FCC, CCC, CE, RoHS. For the back side please provide
1) Text for printing
2) A QR code made that links to your support or sales website
3) If you require any of the certification logos removed
Please supply a mockup like the “Airconsole-Back-Text-Example.png” showing the desired layout of your bottom side text, QR code and certifications.

Internal Webpages
Airconsole’s web management interface can be customized with the following changes:
1) Top bar banner including logo – please supply alternative banner image in .png format with dimensions 800x80 px
2) Font, Background and Foreground Colours, column sizings etc are controlled by CSS. Please provide an alternative “style.css” file to replace the example file provided
3) Product Name. If you will call Airconsole by a different name then please supply the name. It will universally replace “Airconsole” within the internal Website text
4) URLs for the following locations:
a. Firmware updates
b. Support / User Manual
c. Any other links – we will remove links to our Private Server / Airconsole Enterprise Server if these features are not used.
5) Email address for your support desk – ie replacing support@get-console.com
6) Company Name – Replaces “Cloudstore” and “Get Console” universally
7) Copyright Statement
8) Identify any web pages that should be removed and not shown to user. Note that the default configuration settings will still need to be set in the section below, however if some pages from below list are selected to be removed then end user will not be able to see or change some of the default settings.
a. Status – System Info
b. Serial 
i. User can change basic Baud Rate and Serial parameters
ii. Port Names – used predominately in Apps  and with multiport cables. Each port can have an alias to indicate which serial device it is connected to
iii. Advanced – setting TCP port numbers for various services and default behavior for concurrent connection attempts
c. LAN
i. The Default Mode Static vs DHCP Client
ii. If Static, then is DHCP Server enabled (yes)
iii. If DHCP Server enabled, then IP address pool details
iv. If DHCP server enabled, then page showing current DHCP leases
d. Wireless Pages
i. Basic Page: Selecting Default Mode: Infrastructure AP, Infrastructure AP with concurrent AP Client, AP Station Only, or WIFI completely off
ii. Basic Page: Change / Set the SSID
iii. WIFI Security Page: Set Encryption level and passphrase
iv. Advanced Page: Advanced Radio settings
v. AP Client Page: Confiugre Settings
vi. If Station Only Mode enabled then a different basic page is shown allowing for user to select which external WIFI network to join, and the passphrase for joining that external SSID
e. Routing Pages
i. Routing Table page: Lets user create static routes
f. Remote Access
i. Private Server / AES: Lets user configure the external Private Server or Airconsole Enterprise Server to tunnel serial port data to, along with the SSL and transport protocol to use
ii. Machine to Machine mode – enabling this feature
iii. Packet Capture – enabling this feature
iv. SNMP – configuring SNMP community, contact and Location strings
g. Web Terminal 
i. Single page that lets user directly interact with the connected serial port via web browser.
h. Admin
i. Time Settings – allows user to configure NTP server and timezone
ii. Restart – force software restart
iii. Firmware – allow user to upgrade Airconsole firmware via web interface and USB stick
iv. Factory Reset – restore back to original settings
v. Password – change the admin password to login to the web interface. Note this is not the SSID WIFI password/passphrase rather just the admin password
vi. 

Default Configuration Settings
Airconsole comes with many configuration settings by default, such as the WIFI SSID, LAN IP address, DHCP service enabled etc. Most of these settings can be customized. 
Please enter any changes required to the Airconsole defaults in the spreadsheet “Default Configuration Settings.xlsx”


[bookmark: _GoBack]Checklist:
	
	Our File
	Your File Name/ Values

	1
	Top Shell logo file – replace “Airconsole Logo CMYK.ai”
	

	2
	Top Shell mockup – show logo position – replace “Custom Printing Mockup Actual Size.ai”
	

	3
	Bottom Shell Text – in document
	

	4
	Bottom Shell QR Code Image
	

	5
	Example mockup – replace “Airconsole-Back-Text-Example.png”
	

	6
	Internal Webpage Changes – Logo – replace header.jpg
	

	7
	Internal Webpage Changes – CSS – replace style.css
	

	8
	Internal Webpage Changes – Product Name – replace “Airconsole”
	

	9
	Internal Webpage Changes – URLs:
 http://www.get-console.com/airconsole
 http://support.get-console.com

	

	10
	Internal Webpage Changes – support email address: replace
 mailto:support@get-console.com
	

	11
	Company Name: Get Console / Cloudstore Limited
	

	12
	Copyright Statement. Replace:
Copyright © 2015 Cloudstore Limited
	

	13
	Whole Web pages that should be removed
 (Please identify pages that should be hidden from user)
	

	14
	Device Default Settings
Please provide any changes in cells in the “Default Configuration Settings.xlsx”. Please highlight the cells changed in your version of this file
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